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Gravity API 32.4 

Viscosity:  

Viscosity @ 40°C, cSt 67.5 

Viscosity @ 100°C, cSt 10.4 

Viscosity Index 145 

Flash Point °C (°F) 198 (388) 

Pour Point °C (°F) -41 (-44) 

 

 
 
 
 
 
 
 
 

 
GRIFLUBE® PREMIER UTH is a premium quality fluid for 
transmissions, hydraulic systems, oil immersed brakes 
and other ancillary systems fitted to agriculture tractors 
and off-road equipment. It is an exceptional universal 
tractor fluid specially formulated for use where a 
common fluid reservoir serves transmissions, final 
drives, and hydraulic systems.  
 

APPLICATIONS: 
• Tractors and other equipment using a common fluid 

to lubricate the transmission, differential and 
hydraulic systems  

• Caterpillar power shift transmissions requiring a TO-2 
Fluid  

• Mobile equipment using Sundstrand hydrostatic 
transmissions  

• Mobile and industrial hydraulic systems operating 
over a wide temperature range  

 
 
FEATURES & BENEFITS: 

• Incorporates a friction modifier to ensure proper 
noise-free operation of wet-brakes  

• Excellent low temperature fluidity provides good 
response at low temperatures  

• Field tests prove G&G Hydraulic Tractor Fluid provides 
excellent service in virtually all makes of construction 
and farm tractors  

• Is frequently used as a single fluid to prevent 
accidental contamination or misapplication, and to 
eliminate the need to purchase and keep in inventory 
several products for most farm and construction 
equipment  
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PACKAGING: 
Drums 
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GRIFLUBE® PREMIER UTH is recommended for use in the following applications: 
 

• AGCO Power fluid 821XL  

• Allison C-3, C-4  

• API GL-4  

• Case JIC-143, 144, 145  

• Case MS-1204, MS-1206(PTF), MS-1207(Hy-Tran Plus), MS-1210(TCH Fluid)  

• Caterpillar TO-2  

• Dennison HF-0, HF-1, HF-2  

• Deutz-Allis 272843, 25741, 246643  

• John Deere JDM J20C (Hy Gard), J14B/C, JDM J20A, JDM J21A, JDT303  

• Ford/Case New Holland (CNH) M2C134-A/B/C, M2C86-B/C, MAT 3505/MS 1209 (Ultra), MAT 
3526/FNHA-2-C-200A, MAT 3525/FNHA-2-C-201/ESN M23134-D, ESN-M2C41-B, M2C43,  

• Kubota UDT Fluid & Super UTD  

• International Harvester IHC B-6 (Hy-Tran) and B5 (also see Case)  

• Massy Ferguson (AGCO) M1141 (Permatran III - M-1135 for Europe), (supersedes M1129A, 
M1127A/B – and M1110), M1143, M1145  

• Oliver Type 55  

• Sperry-Vickers M-2950-S, I-2986-S, 104-C  

• Sauer Danfoss (Sundstrand)  

• White Farm Q-1826, -1705, -1722, -1766B, -1802(Type 55) (also see AGCO)  
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